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0 Rotation Air Flow Rotation Air Flow
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8 Frame: Thermal Plastic , UL 94V-0 Frame: Thermal Plastic , UL 94V-0 8
»-+ Impeller: Thermal Plastic , UL 94V-0 Impeller: Thermal Plastic , UL 94V-0 >
5y | Lead Wire:AWG#26 UL1007 ( Optional ) T Lead Wire:AWG#26 UL1007 ( Optional ) e D
- (+) : Red (-):Black (+) : Red (-):Black 5 -
“"  |nsulation Resistance: Insulation Resistance: ‘ =
Above 10M Between Lead wire and Frame DC500V Above 10M Between Lead wire and Frame DC500V a T, |
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Rated Rated Rated Nominal . :
i A i Weight
Model Bearing 'O!t29° current input power speed i SRESSEIS | aeen SR
Rated Rated  Rated  Nominal St Airpressure  Noise Weight (V) (A) (W) (RPM) (CFM) (mYmin) (mm-HO) (nch-H0) (dBA)  (9)
Model Bearing voltage current inputpower speed KZ4010DA5HB(S) | sleeve/ball 5 0.28 1.40 7000 | 6.66 0.19 4.55 0.18 28.0
(V) (A) (W) (RPM) (CFM) (m%min) (mm-HO) (nh-H0) (dBA)  (9) KZ4010DA5MB(S) | sleeve/ba 5 0.25 1.25 6000 | 5.75 | 0.16 | 3.55 | 0.14 | 24.0
KZ3010DA5HB(S) | sleeve/ball 5 0.15 0.75 10000 | 4.10 0.11 4.52 | 0.18 29.0 KZ4010DA5LB(S) | sleeve/ba 5 0.2 1.0 5000 | 4.85 0.14 2.52 0.09 20.0
KZ3010DASMB(S) | sleeve/ball 5 0.12 0.60 8000 | 3.27 @ 0.09 | 357  0.14 | 23.0 KZ4010DA12HB(S) | sleeve/ba 12 0.12 1.44 7000 | 6.66 @ 0.19 | 455 | 0.18 | 28.0
KZ3010DA5LB(S) sleeve/ball 5 0.10 0.50 6000 2 46 0.07 2 00 0.08 18.0 KZ4010DA12MB(S) | sleeve/ba 12 0.10 1.2 6000 5.75 0.16 3.55 0.14 24.0 18
KZ3010DA12HB(S) | sleeve/ball | 12 0.12 1.44 10000 @ 4.10 0.11 452 0.18 29 0 8 KZ4010DA12LB(S) | sleeve/ba 12 0.06 0.72 5000 | 4.85 0.14 2.52 0.09 20.0
KZ3010DA12LB(S) | sleeve/ball | 12 0.08 0.96 6000 @ 2.46 0.07 300 @ 0.12 18.0 KZ4010DA24MB(S) | sleeve/ba 24 0.05 1.2 6000 | 5.75 0.16 3.55 0.14 24.0
KZ4010DA24LB(S) | sleeve/ba 24 0.04 0.96 5000 | 4.85 0.14 2.52 0.09 20.0




Rotation Air Flow Rotation Air Flow
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8 Frame: Thermal Plastic , UL 94V-0 Frame: Thermal Plastic , UL 94V-0 8
y- Impeller: Thermal Plastic, UL 94V-0 Impeller: Thermal Plastic , UL 94V-0 >
S. Lead Wire:AWG#26 UL1007 ( Optional ) Lead Wire:AWG#26 UL1007 ( Optional ) E
= (+) : Red (-):Black - = (+) : Red (-):Black =
L 11
g Insulation Resistance: g | Insulation Resistance: g
Above 10M Between Lead wire and Frame DC500V %; ; i Above 10M Between Lead wire and Frame DC500V
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Rated Rated | Rated Nominal N Air pressure Noise Woeight
Model Bearing voltage current inputpower speed
(V) (A) (W) (RPM) (CFM) (m”/min) (mm-H,0) (nch-H0) (dBA)  (9)
KZ4020DA5HB(S) | sleeve/ball | 5 0.28 1.40 7500 8.85 @ 025 | 525 | 0.21 | 30.0 | v':ﬁgegde :j?rt::t " T‘i‘i’er ";‘;’2‘;‘3' Airtlow Airpressure  Noise Weight
KZ4020DA5MB(S) | sleeve/ball| 5 0.25 1.25 6500 7.45 @ 0.21 | 450 | 0.18 | 28.0 Model Bearing BUED
37 an! .
KZ4020DA5LB(S) | sleeve/ball 5 0.2 1.0 5500 @ 6.42 | 0.18 | 3.52 | 0.14 | 26.0 (V) (A) (W) (RPM) (CFM) (m%min) (mm-HO) (met-H0) (dBA)  (9)
KZ4020DA12HB(S) | sleeve/ball| 12 | 0.12 1.44 7500 | 8.85 @ 0.25 @ 5.25 | 0.21 | 30.0 KZ4028DA12HB(S) | sleeve/ball 12 | 0.35 4.20 | 10000 | 14.31 | 040 855 | 0.34 | 38.0
KZ4020DA12MB(S) | sleeve/ball| 12 | 0.1 1.2 6500 | 7.45 | 0.21 | 4.50 | 0.18 | 28.0 | 25 KZ4028DA12MB(S) | sleeve/ball| 12 | 0.25 3.00 9000 | 12.88 = 0.36 | 7.71 | 0.30 | 36.0
KZ4020DA12LB(S) | sleeve/ball 12 0.06 0.72 5500 | 6.42 | 0.18 | 3.52 | 0.14 | 26.0 KZ4028DA12LB(S) | sleeve/ball| 12 0.18 2.16 8000 | 11.45 | 0.32 @ 6.85 | 0.27 | 34.0 -
KZ4020DA24HB(S) | sleeve/ball 24 0.06 1.44 7500 8.85 0.25 5.25 0.21 30.0 KZ4028DA24HB(S)  sleeve/ball 24 0.25 6.00 10000 | 14.31 0.40 8.55 0.34 38.0
KZ4020DA24MB(S) | sleeve/ball | 24 0.05 1.2 6500 | 7.45 0.21 4.50 | 0.18 28.0 KZ4028DA24MB(S) | sleeve/ball | 24 0.18 4.32 9000 | 12.88 | 0.36 7.71 0.30 36.0
KZ4020DA24LB(S) | sleeve/ball 24 0.04 0.96 5500 6.42 0.18 3.52 0.14 26.0 KZ4028DA24LB(S) | sleeve/ball 24 0.12 2.88 8000 11.45 0.32 6.85 0.27 34.0




Rotation Air Flow Rotation Air Flow
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8 Frame: Thermal Plastic , UL 94V-0 Frame: Thermal Plastic , UL 94V-0 8
y-+ Impeller: Thermal Plastic , UL 94V-0 Impeller: Thermal Plastic , UL 94V-0 >
~ Lead Wire:AWG#26 UL1007 ( Optional ) Lead Wire:AWG#26 UL1007 ( Optional ) =
n_’, =610 —— F-5516 ] &
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' Rated Rated Rated Nominal : : , :

Model Bearing "F‘:ﬁtaegde 0?’?:3'(‘1‘ i"Pﬁ?;%(\’Nef I\é%ne\ggl AlEiow Alrpresetiio. Noiae | Yeaignt Model Bearing voltage current inputpower speed AL AILProssUIess Shiolse s hasignt

(V) (A) (W) (RPM) (CFM) (m¥min) (mm-H,0) (inch-H0) (dBA) (@) (V) (A) (W) (RPM) (CFM) (m¥min) (mm-H,0) (nch-H0) (dBA) (@)
KZ5010DA5HB(S) | sleeve/ball| 5 0.3 1.5 5300  10.20 | 0.29 | 3.65 | 0.14 | 33.0 KZ5015DA5HB(S) | sleeve/ball | 5 0.33 1.65 5500 @ 12.25 | 0.34 | 5.43 | 0.21 | 35.0
KZ5010DA5MB(S) | sleeve/ball 5 0.20 1.00 4500 | 9.15 | 0.26 | 2.75 | 0.11 27.0 KZ5015DA5MB(S) | sleeve/ball 5 0.25 1.25 5000 | 10.20 | 0.29 | 3.65 | 0.14 | 32.0
KZ5010DA5LB(S) | sleeve/ball 5 0.14 0.70 3400 | 7.20 @ 0.20 | 2.02 | 0.08 | 21.0 KZ5015DA5LB(S) | sleeve/ball 5 0.20 1.0 4500 | 8.25 | 0.23 | 2.30 | 0.09 | 26.0
KZ5010DA12HB(S) | sleeve/ball | 12 0.16 1.92 5300 | 10.20 0.29 | 3.65 | 0.14 | 33.0 KZ5015DA12HB(S) | sleeve/ball | 12 0.16 1.92 5500 | 12.25 | 0.34 | 5.43 | 0.21 35.0

KZ5010DA12MB(S) | sleeve/ball | 12 0.08 0.96 4500 @ 9.15 | 0.26 | 2.75 | 0.11 27.0 18 KZ5015DA12MB(S) | sleeve/ball | 12 0.14 1.68 5000 | 10.20 | 0.29 | 3.65 | 0.14 & 32.0 25
KZ5010DA12LB(S) | sleeve/ball 12 0.07 0.84 3500 7.20 0.20 | 2.02 | 0.08 @ 21.0 KZ5015DA12LB(S) | sleeve/ball | 12 0.12 1.44 4500 | 825 | 023 230 | 009 | 26.0
KZ5010DA24HB(S) | sleeve/ball | 24 0.09 2.16 6000 | 10.20 0.29 | 3.65 | 0.14 | 33.0 KZ5015DA24HB(S) | sleeve/ball | 24 0.10 2 40 6000 | 1295 034 @543 @ 021 | 350
KZ5010DA24MB(S) | sleeve/ball | 24 0.07 1.68 5000 | 9.15 @ 0.26 | 2.75 | 0.11 27.0 KZ5015DA24MB(S) | sleeve/ball 24 0.08 1.92 5000 | 1020 | 029 | 385 | 014 @320
KZ5010DA24LB(S) | sleeve/ball | 24 0.05 1.20 4000 @ 7.20 | 0.20 | 2.02 | 0.08 | 21.0 KZ5015DA24LB(S) | sleeve/ball | 24 0.06 1.44 4000 825 @ 023 230 @ 009 @ 260




Rotation Air Flow Tl Rotation Air Flow
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8 Frame: Thermal Plastic , UL 94V-0 Frame: Thermal Plastic , UL 94V-0 8
-+ Impeller: Thermal Plastic, UL 94V-0 Impeller: Thermal Plastic , UL 94V-0 >
n§>' Lead Wire:AWG#26 UL1007 ( Optional ) Lead Wire:AWG#26 UL1007 ( Optional ) E.
o ' [~+—g] -
= (+) : Red (-):Black (+) : Red (-):Black e =
g Insulation Resistance: Insulation Resistance: g
Above 10M Between Lead wire and Frame DC500V Above 10M Between Lead wire and Frame DC500V
AUTO ' ﬂ
Rated Rated Rated  Nominal Air f Altprassure || Noics ‘Waight Rated Rated = Rated  Nominal Air flow Airpressure  Noise Weight
Model Bearing Vvoltage current inputpower speed EEE P kg 9 Model Bearing Vvoltage current inputpower speed
(V) (A) (W) (RPM) (CFM) (m%min) (mm-H,0) (inch-H0) (dBA) (g) (V) (A) (W) (RPM) (CFM) (m¥min) (mm-H(Q) (inch-HO) ( dBA) (9)
KZ6010DA5SHB(S) | sleeve/ball 5 0.35 1.65 4200 15.02 0.43 1.92 0.08 28.0 KZ6015DA5SHB(S) | sleeve/ball 5 0.40 2.0 4500 @ 20.52 0.57 2.75 0.11 35.0
KZ6010DASMB(S) | sleeve/ball 5 0.20 1.10 3600 @ 13.15 0.37 1.72 0.07 27.0 KZ6015DA5SMB(S) | sleeve/ball 5 0.25 1.25 4000 @ 18.10 0.51 2.31 0.09 32.0
KZ6010DA5SLB(S) | sleeve/ball 5 0.17 0.85 3000 | 11.25 | 0.32 | 1.46 | 0.06 | 26.0 KZ6015DA5LB(S) | sleeve/ball 5 0.15 0.75 3500 | 16.25 @ 0.46 | 2.15 | 0.08 | 27.0
KZ6010DA12HB(S) | sleeve/ball 12 0.22 2.64 4200 | 20.25 0.57 2.55 0.10 38.0 KZ6015DA12HB(S)  sleeve/ball 12 0.17 2.04 4500 | 20.52 0.57 2.75 0.11 39.0
KZ6010DA12MB(S)  sleeve/ball | 12 0.17 2.04 3600 | 16.85 | 0.47 2.15 0.08 33.0 25 KZ6015DA12MB(S) | sleeve/ball | 12 0.15 1.60 4000 | 18.10 | 0.51 2.31 0.09 32.0 30
KZ6010DA12LB(S) | sleeve/ball | 12 0.14 1.68 3000 @ 13.15 | 0.37 | 1.72 | 0.07 | 27.0 KZ6015DA12LB(S) @ sleeve/ball 12 0.11 1.32 3500 | 16.25 | 0.46 | 2.15 | 0.08 | 27.0
KZ6010DA24HB(S) | sleeve/ball | 24 0.11 2.64 4200 | 15.02 @ 0.42 | 1.92 | 0.08 | 28.0 KZ6015DA24HB(S) | sleeve/ball | 24 0.15 3.60 4500 | 20.52 | 0.57 | 2.75 | 0.11 | 35.0
KZ6010DA24MB(S)  sleeve/ball 24 0.09 2.16 3600 13.15 0.37 1.72 0.07 27.0 KZ6015DA24MB(S) | sleeve/ball 24 0.10 2.40 4000 18.10 0.51 2.31 0.09 32.0
KZ6010DA24LB(S) | sleeve/ball | 24 | 0.07 1.68 3000 | 11.25 | 0.32 | 1.46 | 0.06 | 26.0 KZ6015DA24LB(S) | sleeve/ball, 24 | 0.08 1.92 3500 @ 16.25 @ 0.46 | 2.15 | 0.08 | 27.0




Rotation Air Flow Rotation Air Flow
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8 Frame: Thermal Plastic, UL 94V-0 Frame: Thermal Plastic, UL 94V-0 8
> Impeller: Thermal Plastic, UL 94V-0 Impeller: Thermal Plastic, UL 94V-0 >
p 4 b
| Lead Wire:AWG#24 UL1007 (Optional) Lead Wire:AWG#24 UL1007 (Optional) Y
ﬂi F-8006 ——B &
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" i vﬁﬁt:gde cl?frl:::t inpﬁ?:)z(:ver h:::::' Air flow Air pressure Noise Weight

Rated Rated Rated Nominal Air flow Air pressure Noise Weight ) Uy (W) (AR COTM il DMWY i | [CdBR) i
Model Bearing Voltage current inputpower speed KZ6025DA12DB(S) | sleeve/ball 12 0.19 2.28 4500 | 27.05 @ 0.76 | 10.12 | 0.40 41.0
(V) (A) (W) (RPM) (CFM) (m¥min) (mm-HO) (nch-H0) (dBA)  (9) KZ6025DA12HB(S) | sleeve/ball 12 0.14 1.68 4000 | 2471 070 A 8.80 | 0.35 | 38.0
KZ6020DA12HB(S) | sleeve/ball | 12 0.16 1.92 4200 @ 16.71 | 0.47 | 3.18 | 0.13 | 33.0 KZ6025DA12MB(S) | sleeve/ball | 12 0.10 1.2 3000 | 20.15 056 | 5.92 | 0.23 | 33.0
KZ6020DA12MB(S) | sleeve/ball | 12 0.12 1.44 3500 @ 15.02 | 0.42 | 2.80 | 0.11 31.0 KZ6025DA12LB(S) | sleeve/ball | 12 0.07 0.84 2500 @ 15.80 | 0.44 3.51 | 0.14 | 27.0

KZ6020DA12LB(S) | sleeve/ball | 12 0.08 0.96 3000 13.15 | 0.37 | 2.52 | 0.10 | 27.0 45 KZ6025DA24DB(S) | sleeve/ball 24 0.19 4.58 4500 | 27.05 0.76 | 10.12 | 0.40 | 41.0 55
KZ6020DA24HB(S) | sleeve/ball | 24 0.13 3.12 4200 | 16.71 | 0.47 | 3.18 | 0.13 | 33.0 KZ6025DA24HB(S) | sleeve/ball | 24 0.14 3.38 4000 | 24.71 | 0.70 | 8.80 | 0.35 | 38.0
KZ6020DA24MB(S) | sleeve/ball 24 0.10 2.4 3500 @ 15.02 | 0.42 | 2.80 | 0.11 31.0 KZ6025DA24MB(S) | sleeve/ball | 24 0.10 2.40 3000 @ 20.15 | 0.56 | 5.92 | 0.23 | 33.0
KZ6020DA24LB(S) | sleeve/ball 24 0.08 1.92 3000 13.15 | 0.37 | 2.52 | 0.10 | 27.0 KZ6025DA24LB(S) | sleeve/ball 24 0.09 2.16 2500 | 15.80 @ 0.44 3.51 | 0.14 | 27.0







